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AIR SUSPENSION SPEAKER REPLACEMENT 
Speaker replacement is accompl ished from the F R O N T of the 
cabinet only. A c c e s s to the speakers is provided when the 
front Gril le Assembly is removed. Pry outward at the s ides 
and pull away from the cabinet. 

B E C A R E F U L WHEN R E M O V I N G G R I L L E FROM C A B I N E T . 

REPLACEMENT PARTS 

D E S C R I P T I O N 
S E R V I C E 
P A R T N O . 

C a b i n e t - W a l n u t 10 -18797 -1 
C a b i n e t - G r i l l e A s s e m b l y 10 -18798 -1 
C a p a c i t o r - 2 M F D - 2 5 V 4 1 - 1 4 3 0 4 - 2 
C a p a c i t o r - 5 M F D - 2 5 V 4 1 - 1 4 3 0 4 - 3 
C h o k e - I n d u c t a n c e - . 2 5 M H 5 6 - 1 4 3 0 5 - 1 
S p e a k e r C o r d 7 3 - 1 4 9 2 1 - 2 
S p e a k e r J a c k 7 3 - 1 4 8 5 4 - 1 

- N u t 7 3 - 1 4 8 5 4 - 2 
- L u g 7 3 - 1 4 8 5 4 - 3 
- W a s h e r 7 3 - 1 4 8 5 4 - 4 
- E y e l e t ( J a c k M t g . ) 7 0 - 1 4 6 3 5 - 2 

S p e a k e r - 1 " D o m e 1 2 - 1 4 9 5 9 - 1 
- 6 " P M 1 2 - 1 8 7 6 7 - 1 
- 1 0 " P M 1 2 - 1 8 7 7 1 - 1 

SCHEMATIC DIAGRAM 


